
SUREHOME OF BREVARD

Full Home Inspection
PROPERTY INSPECTED

450 Sample Way, Palm Bay
LICENSE #

HI11755
PREPARED FOR

Mr Samples
PHONE

321-722-7321
DATE INSPECTED

July 29, 2026
EMAIL

info@surehomes.org



SureHome of Brevard  · 450 Sample Way, Palm Bay Home Inspection (Single Family) v1

Contents

Items of Concern 3

Systems Overview 7

Inspection Details 8

Lot Features 8

House Exterior 9

Roof 15

Attic 20

Garage 22

Electrical 23

Heating & Cooling 28

Plumbing 30

Water Heater 31

Living Areas & Bedrooms 32

Kitchen 37

Bathroom 1 41

Bathroom 2 45

Scope & Limitations 49

SureHome of Brevard · Generated 2026-07-30 20:32 UTC Page 2 / 49



SureHome of Brevard  · 450 Sample Way, Palm Bay Home Inspection (Single Family) v1
↑ Contents

Items of Concern 36 flag(s)
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Safety Hazards

1. House Exterior — Siding Condition
Major damage to siding: Should be repaired to prevent moisture and insect intrusion of the wall assembly.
Vegetation has taken over large areas of siding. Stucco cracks and large holes in stucco evident.
Recommended: Have a licensed contractor inspect and repair major siding damage, remove vegetation
overgrowth, and seal stucco cracks and holes to prevent moisture and pest intrusion.

→ p. 9

2. House Exterior — Doors
Side door didn't close or seal properly. Wood rot and rust at bottom. Door frame damage.
Recommended: Have a licensed carpenter or door specialist repair or replace the side door, address wood
rot and rust, and restore the door frame to ensure proper closure and sealing.

→ p. 9

3. Roof — Roof Inspection Type
Roof shows signs of aging and may be nearing the end of its useful life. Active leak evident. Ceiling below
is caving in. New roof cost $18-20K
Recommended: Immediately contact a licensed roofing contractor to address the active roof leak, inspect
ceiling damage, and plan a full roof replacement to prevent further structural deterioration.

→ p. 15

4. Roof — Flashing
In the inspectors opinion the flashings are near the end of their useful life due to wear. Flashing around
chimney is failing and causing leaks into flue housing.
Recommended: Have a licensed roofer or chimney specialist immediately repair the failing flashing
around the chimney to stop leaks into the flue housing and prevent further water damage.

→ p. 15

5. Electrical — Panel Issues
Aluminum non-metallic sheathed cable noted. Considered a fire hazard by many insurance companies.
Common for 1975-1985 builds.
Recommended: Have a licensed electrician inspect the aluminum non-metallic sheathed cable and
replace it with modern wiring to eliminate the fire hazard and satisfy insurance requirements.

→ p. 23

6. Electrical — Panel Issues
Double tapped breaker(s) inside panel box (more than one electrical wire attached). This is not standard
practice, and may cause overheating or even an electrical fire. Recommend evaluation by an electrician.
Recommended: Have a licensed electrician immediately evaluate and correct the double-tapped
breaker(s) in the panel box to prevent overheating and electrical fire risk.

→ p. 23

7. Electrical — Panel Condition
Open breaker panel slot(s) at panel box cover present a hazard. Recommend installation of caps.
Recommended: Install breaker panel covers or caps over all open slots at the breaker panel box to
eliminate shock and fire hazards.

→ p. 23
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8. Electrical — Smoke Det
Smoke detectors were tested and are NOT functional.
Recommended: Replace all non-functional smoke detectors immediately with new units and test them to
ensure proper operation.

→ p. 23

9. Electrical — Outlets
Hot-neutral reversed outlets present, which may damage appliances or electronic devices. Recommend
repair.
Recommended: Have a licensed electrician identify and correct all hot-neutral reversed outlets to
prevent damage to appliances and eliminate electrical hazards.

→ p. 23

10. Electrical — GFCI
GFCI protected receptacles may not have been required when the house was built. Recommend
upgrading all receptacles within 6 feet of potential wet locations to GFCI protection.
Recommended: Upgrade all receptacles within 6 feet of wet locations (bathrooms, kitchen, laundry) to
GFCI-protected outlets to meet current safety standards.

→ p. 23

11. Electrical — Ext GFCI
Exterior outlets are not GFCI protected. Although this may not have been required when the home was
built, consider upgrading to GFCI protection in any outdoor or moisture-prone areas.
Recommended: Install GFCI protection on all exterior outlets to protect against shock hazards in
moisture-prone areas.

→ p. 23

12. Living Areas & Bedrooms — Floors Condition
Water damage observed on flooring. Windows likely leak in a wind-blown storm.
Recommended: Have a contractor inspect window seals and frames, and repair leaks to prevent further
water damage to flooring.

→ p. 32

13. Living Areas & Bedrooms — Walls - Condition
Stains on walls indicate possible water intrusion. Recommend evaluation by a contractor to determine if
leak is still active and make repairs.
Recommended: Contact a qualified contractor to investigate the water stains on walls, determine if leaks
are active, and make necessary repairs to stop moisture intrusion.

→ p. 32

14. Living Areas & Bedrooms — Ceilings - Condition
Visible leaking noted on the ceiling. We recommend contacting a qualified contractor to evaluate the roof
and the drywall in this area and repair as necessary.
Recommended: Immediately contact a qualified contractor to evaluate the roof, identify the active leak
source, and repair both the roof and damaged drywall in the affected area.

→ p. 32

15. Kitchen — Fridge - Condition
Refrigerator very dirty with active bugs.
Recommended: Clean the refrigerator thoroughly and address the active insect infestation immediately;
consider professional pest control treatment if necessary.

→ p. 37

SureHome of Brevard · Generated 2026-07-30 20:32 UTC Page 4 / 49



SureHome of Brevard  · 450 Sample Way, Palm Bay Home Inspection (Single Family) v1
↑ Contents

16. Bathroom 2 — Toilet
Toilet not secure at floor, which may lead to leakage. Recommend evaluation by a licensed plumber.
Recommended: Have a licensed plumber secure the toilet to the floor immediately to prevent leakage
and water damage.

→ p. 45

Recommendations

17. Lot Features — Vegetation/Debris
Tree limbs within 10 feet of roof should be trimmed to provide air and sunlight, minimizing debris &
dampness. Tree above roof should be removed. Cost $6-8K
Recommended: Hire a certified arborist to trim tree limbs within 10 feet of the roof and remove the tree
above the roof to prevent debris accumulation and moisture damage.

→ p. 8

18. House Exterior — Paint
The entire house needs stucco repair, sealing and painting to keep moisture from entering building
envelope.
Recommended: Hire a qualified contractor to repair, seal, and paint all stucco on the house to prevent
moisture from entering the building envelope.

→ p. 9

19. House Exterior — Stucco
Small holes & gaps noted in stucco. Recommend sealing & painting to prevent water intrusion.
Recommended: Seal and paint all small holes and gaps in the stucco to prevent water intrusion into the
wall assembly.

→ p. 9

20. Roof — Soffits
Soffits missing, loose or detached. Suggest repair or replacement.
Recommended: Have a qualified roofing contractor repair or replace missing, loose, or detached soffits.

→ p. 15

21. Roof — Roof Materials/Age
Asphalt shingles noted. These roofs typically have a lifespan of 25-30 years. Most recent permit for roof
replacement is 2012. Roof is due to be replaced by the lack of maintenance and damage that the oak tree
has done.
Recommended: Plan for roof replacement with a licensed roofing contractor, as the 2012 asphalt shingles
are approaching the end of their 25-30 year lifespan and show damage from tree contact.

→ p. 15

22. Heating & Cooling — Refrigerant/Drain Lines
Recommend adding insulation at A/C refrigerant lines to prevent condensation and energy loss.
Recommended: Have an HVAC technician add insulation to the A/C refrigerant lines to prevent
condensation and reduce energy loss.

→ p. 28

23. Heating & Cooling — HVAC Vents
The air supply system vents appear dusty and rusty. Ductwork in attic is torn and has exposed insulation.
Recommended: Have an HVAC contractor clean the dusty and rusty air supply vents, inspect the
ductwork, and repair or replace torn ductwork with exposed insulation in the attic.

→ p. 28
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24. Living Areas & Bedrooms — Windows Condition
Window hardware damaged. Recommend repair.
Recommended: Repair or replace damaged window hardware to restore proper function and security.

→ p. 32

25. Living Areas & Bedrooms — Windows Condition
Window binds in frame. Recommend evaluation by window specialist.
Recommended: Have a window specialist evaluate why windows bind in their frames and make necessary
adjustments or repairs.

→ p. 32

26. Kitchen — Dishwasher
Dishwasher was visually reviewed and operated through a cycle during the inspection. Did not drain.
Recommended: Have a licensed plumber inspect and repair the dishwasher drain to restore proper
drainage function.

→ p. 37

27. Bathroom 1 — Plumbing
Minor leak observed at sink fixture. Recommend replacement of fixture.
Recommended: Have a licensed plumber replace the leaking sink fixture to prevent further water
damage.

→ p. 41

28. Bathroom 1 — Floors - Condition
Loose floor tile(s) observed. Recommend evaluation and repair by flooring contractor.
Recommended: Have a flooring contractor inspect and repair or re-secure the loose floor tiles to prevent
trip hazards and further deterioration.

→ p. 41

29. Bathroom 2 — Counters
The counter tops are noted as cracked or damaged.
Recommended: Have a countertop specialist repair or replace the cracked or damaged bathroom
countertops.

→ p. 45

30. Bathroom 2 — Floors - Condition
Loose floor tile(s) observed. Recommend evaluation and repair by flooring contractor.
Recommended: Have a flooring contractor inspect and repair or re-secure the loose floor tiles to prevent
trip hazards and further deterioration.

→ p. 45

Maintenance Items

31. Roof — Roof Condition
Roof shows signs of aging and may be nearing the end of its useful life.
Recommended: Monitor the roof condition and plan for replacement immediately.

→ p. 15

32. Roof — Gutters
Significant amounts of debris evident in gutters. Recommend regular cleaning.
Recommended: Clean gutters immediately and establish a regular cleaning schedule at least twice yearly
to prevent debris accumulation.

→ p. 15
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33. Roof — Chimney
Flashing at base of chimney appears to need some maintenance to ensure a continued waterproof seal.
Recommended: Have a roofer inspect and reseal the flashing at the base of the chimney to maintain a
waterproof seal.

→ p. 15

34. Heating & Cooling — HVAC Condition
Recommend cleaning and yearly maintenance of AC compressor. Compressor has vegetation very close
or on unit. This will cause early failure.
Recommended: Clear vegetation away from the AC compressor unit and schedule professional cleaning
and yearly maintenance to prevent early failure.

→ p. 28

35. Kitchen — Cabinets
There appears to be water damage under the sink. This tested dry at the time of the inspection, but
monitor for any further intrusion.
Recommended: Monitor the area under the sink for any additional water intrusion and repair the source
of the previous water damage if leaking resumes.

→ p. 37

36. Bathroom 1 — Shower - Condition
Dripping noted in shower faucet or showerhead. Recommend repair by plumber.
Recommended: Have a plumber repair the dripping shower faucet or showerhead to prevent water waste
and damage.

→ p. 41

▦ Systems Overview

Inspection Details No concerns

Lot Features 1 finding

House Exterior 4 findings

Roof 7 findings

Attic No concerns

Garage No concerns

Electrical 7 findings

Heating & Cooling 3 findings

Plumbing No concerns

Water Heater No concerns
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Living Areas & Bedrooms 5 findings

Kitchen 3 findings

Bathroom 1 3 findings

Bathroom 2 3 findings

KEY Safety Hazard Recommendation Maintenance

◆ Inspection Details

Client Name Mr Samples

Inspection Address 450 Sample Way

City Palm Bay

State FL

Zip 32907-2361

Date of Inspection 2026-07-29

◆ Lot Features

Driveway/Walkway Concrete driveway noted.

Driveway/Walkway Condition Driveway is in serviceable condition with no significant observed
defects. Recommend sealing to extend life.

Patio Concrete patio noted

Patio Condition The patio is in good shape and free of excessive cracking or settling

Grading The lot slope/grading appear proper for drainage away from
foundation.
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Vegetation/Debris ⚠ Tree limbs within 10 feet of roof should be trimmed to provide air
and sunlight, minimizing debris & dampness. Tree above roof should
be removed. Cost $6-8K  ⚑

◆ House Exterior
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Wall Construction Concrete block exterior wall construction with concrete slab.

Slab & Foundation All concrete slabs experience some degree of cracking due to
shrinkage in the drying process. In most instances floor coverings
prevent recognition of cracks or settlement in all but the most severe
cases. Where carpeting and other floor coverings are installed, the
materials and condition of the flooring underneath cannot be
determined.

Foundation Perimeter Inspection of foundation perimeter found no signs of settlement.

Siding Stucco siding noted.

Siding Condition ⚠ Major damage to siding: Should be repaired to prevent moisture
and insect intrusion of the wall assembly. Vegetation has taken over
large areas of siding. Stucco cracks and large holes in stucco evident.
⚑
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Paint ⚠ The entire house needs stucco repair, sealing and painting to keep
moisture from entering building envelope.  ⚑

Doors ⚠ Side door didn't close or seal properly. Wood rot and rust at
bottom. Door frame damage.  ⚑

SureHome of Brevard · Generated 2026-07-30 20:32 UTC Page 12 / 49



SureHome of Brevard  · 450 Sample Way, Palm Bay Home Inspection (Single Family) v1
↑ Contents

SureHome of Brevard · Generated 2026-07-30 20:32 UTC Page 13 / 49


